GENERAL PLUMBING NOTES:

1. ALL PLUMBING IS TO COMPLY WITH AS/NZS 3500 AND ALL
OTHER RELEVANT AUTHORITIES

2. EXACT LOCATION OF EXISTING SERVICES IS UNKNOWN.
INVESTIGATE EXISTING SERVICES PRIOR TO
COMMENCEMENT ON SITE. ENSURE ALL EXISTING ITEMS
ARE LIVE AT COMPLETION OF WORKS

3. ALL PLUMBING LEVELS TO BE CONFIRMED ON SITE BY
PLUMBER BEFORE COMMENCING ANY EXCAVATION ON SITE

4. WATER PIPE SIZES BASED ON COPPER

5. EXACT LOCATIONS OF EXTINGUISHERS TO BE
COORDINATED WITH ARCHITECT ON SITE.

BOOSTER CABINET 2100x1600x750 (LxHxW) -
AND PROTECTED ON SIDES AND BACK

WITH A FRL OF NOT LESS THAN 90/90/90
SPACE ABOVE THE BOOSTER TO BE SOLID
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C/W WITH ISOLATION VALVE
LOCKED IN OPEN POSITION.

PROYIDE NEW AUSTRALIAN INDUSTRIAL PUMP
SYSTEMS FIRE DIESEL PUMP

3500X1000X2100MM (LxWxH) ON A 150MM HIGH
PLINTH. PROVIDE 2 SPRINKLERS TO PROTECT
THE DIESEL PUMP SYSTEM. SPRINKLERS ARE

TO BE CONNECTED TO THE HYDRANT SYSTEM.

ACCESS TO PUMP TO BE FULLY MESHED GATE
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— - — - — HYDRANT PIPEWORK
LOCATE & CONNECT TO EXISTING SERVICE

DOUBLE HEADED FIRE HYDRANT

NON RETURN VALVE
ISOLATION VALVE

SPRINKLER EXPOSED

PUMP

PORTABLE FIRE EXTINGUISHER

DP  -4.5KG DRY "ABE" POWDER
WC - WET CHEMICAL
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TEST STREET FIRE PLUG (SFP)

FLOW TEST DONE ON 10-04-16

STATIC PRESSURE 60 MH

FLOW RATE IN LITRES PRESSURE IN
PER SECOND METERS HEAD

0 60
4.7 50
8.3 40
11.0 30
134 20
15.3 10
17.0 0
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